It is now well established that a Josephson junction made from conventional spin-singlet superconductors containing ferromagnetic layers can carry spin-triplet supercurrent under certain conditions. The first experimental signature of that fact is the propagation of such supercurrent over long distances through strong ferromagnetic materials. Surprisingly, one of the most salient predictions of the theory has yet to be verified experimentallynamely, that a Josephson junction containing three magnetic layers with coplanar magnetizations should exhibit a ground-state phase shift of either zero or  depending on the relative orientations of those magnetizations. We demonstrate this property using Josephson junctions containing three different types of magnetic layers, chosen so that the magnetization of one layer can be switched by 180° without disturbing the other two. Phase-sensitive detection is accomplished using a superconducting quantum interference device, or SQUID. Such a phasecontrollable junction could be used as the memory element in a fully superconducting computer.
INTRODUCTION
The prediction in 2001 that spin-triplet supercurrent can be generated from conventional spin-singlet superconductors (1, 2) caused considerable excitement in the field. Spin-triplet superconductors occur very rarely in nature, but the theory suggested a completely new route to the generation of spin-triplet electron pairs. The mechanism of the transformation from spin-singlet to spin-triplet pairs is now well established conceptually (3) . Spin-singlet pairs traversing a ferromagnetic material undergo a phase shift between the up-down and downup parts of the spin-singlet wave function, which generates the m s = 0 component of the spin-triplet state, where m s is the spin projection along the magnetization axis. If the electrons then enter another ferromagnetic layer whose magnetization axis is rotated, then m s = ±1 triplet components are generated in the rotated basis. Before 2001, it was thought that any proximity effects or supercurrents in super conductingferromagnetic hybrid systems would be very short-ranged due to the large energy and momentum shift between the majority and minority spin bands of a ferromagnetic material (4, 5) . Spin-triplet pairs with projection m s = ±1 along the magnetization axis (often called "equal-spin triplets" in the literature) overcome that problem because the two electrons propagate in the same spin band; hence, they perceive the ferromagnetic material as though it were a normal metal. As a result, supercurrent carried by spin-triplet pairs can propagate long distances through ferromagnetic materials.
Experimental verification of the theory appeared initially in 2006 (6, 7) ; then, in 2010, several groups produced overwhelming evidence for long-range supercurrents in Josephson junctions containing strong ferromagnetic materials-a telltale signature of spin-triplet electron pairs (8) (9) (10) (11) . Our own approach to this field uses the Josephson junction design first suggested by Houzet and Buzdin in 2007 (12) , in which the junction contains three ferromagnetic (F) materials with mutually perpendicular magnetizations between adjacent F layers. We showed recently that the spin-triplet supercurrent can be turned on and off by rotating the magnetization of one of those layers so that it is either perpendicular or parallel to the magnetization of the adjacent layer (13) .
The theory of spin-triplet junctions also makes predictions about the current-phase relation of spin-triplet junctions. In a standard superconductor-insulator-superconductor (SIS) Josephson junction, the current-phase relation is I s = I c sin(), where I c is the critical current (the maximum value of supercurrent that can flow through the junction without producing any voltage drop) and  is the difference in phase between the superconducting condensates on either side of the junction. Junctions obeying the standard current-phase relation have a stable ground-state phase difference of  = 0 in the absence of supercurrent; hence, these junctions are sometimes called "0-junctions." Josephson junctions containing ferromagnetic materials may have the sign of the supercurrent reversed, that is, I s = −I c sin() = I c sin( + ) (4, 14) . Such junctions are called "-junctions" because the stable state in the absence of supercurrent corresponds to  = . According to theory, spin-triplet Josephson junctions containing three ferromagnetic layers can also be 0-junctions or -junctions, depending on the relative magnetization directions of those three layers (2, 12, 15, 16) . Confirmation of that theoretical prediction is the goal of this paper.
The physical mechanism underlying the zero-current phase state in spin-triplet junctions differs from that in spin-singlet junctions. In the latter, the -junction behavior arises solely from the phase shift acquired between the up-down and down-up parts of the spin-singlet wave function as the electron pair traverses the ferromagnetic layer, as discussed in the first paragraph (4, 5, 14) . In spin-triplet junctions, as long as the two outer ferromagnetic layers are thin enough so as not to generate a spin-singlet  phase shift by themselves, the choice of whether the junction will be a 0-junction or a -junction depends on the direction of magnetization rotation going from the first to the second ferromagnetic layer compared to the direction of magnetization rotation going from the second to the third. If those two directions are the same, then the junction will be a 0-junction, whereas if the rotations are in opposite directions, then the junction will be a -junction (2, 12, 15, 16) .
RESULTS
We measure the junction phase by constructing a superconducting quantum interference device (SQUID) containing two Josephson junctions fabricated simultaneously (see Fig. 1 ). The two junctions have different shapes-one elliptical and the other an elongated hexagon-so that the magnetization direction of the free layer in the elliptical junction can be switched without altering any of the magnetic layers in the other junction. The layer structure of the junctions is S/N/F′/N/F/N/F″/N/S, where S = superconductor, N = normal metal, and F′, F, and F″ are ferromagnetic materials. The two requirements for this experiment are that the magnetizations of any two adjacent layers be orthogonal to maximize generation of the m s = ±1 triplet components, and that the magnetization direction of one layer-either the F′ or F″ layer-be free to rotate by 180° without disturbing the other two. We accomplish that by using magnetic materials with in-plane magnetization for F′ and F″ and out-of-plane magnetization for F. For F″, we choose Ni because it is very "hard"-that is, it requires a high field to switch its magnetization direction. For F′, we choose permalloy (Py), a NiFe alloy, because it is very "soft" and switches its magnetization direction with an applied field of only a few millitesla. For F, we use a [Pd/Co] n multilayer (n repeats of a Pd/Co bilayer) with strong perpendicular magnetic arisotropy (PMA). This choice guarantees that the magnetization of F remains perpendicular to the magnetizations of F′ and F″ under all measurement conditions. To reduce the possibly deleterious effect of stray magnetic fields emanating from domain walls in F, we use two back-to-back [Pd/Co] n multilayers whose magnetizations are coupled antiparallel to each other by a thin Ru spacer, to form a synthetic antiferromagnet (SAF).
The first step in the experiment is to verify that the Josephson junctions described above actually carry spin-triplet supercurrent. We verified that in a recent work (17) by comparing the supercurrent amplitude in junctions with and without the outer F′ and F″ layers. Junctions without those layers are expected to carry only spin-singlet and short-range m s = 0 spin-triplet supercurrent, whereas junctions with those layers should carry long-range spin-triplet supercurrent. We found that the magnitude of the supercurrent in the latter set of samples decreased less rapidly as a function of the number n of bilayers in the [Pd/Co] n multilayers, confirming the long-range nature of the supercurrent in the central multilayer. Here, we focus on junctions with n = 2 or 3 on each side of the SAF, corresponding to a total of four or six [Pd/Co] bilayers. The next step is to perform the phase-sensitive experiment depicted in the bottom of Fig. 1 . Before starting any measurements, a large in-plane field  0 H set = −150 mT is applied in the negative field direction-that is, to the left in Fig. 1 -and then removed. That field initializes the magnetization directions of the Ni and Py layers in both junctions (17) . The PMA SAF is stiff enough that its magnetization hardly rotates in the initialization field, and in any case, it returns to its perpendicular magnetic state after H set returns to zero. We then remove any trapped flux in the Nb layers by momentarily lifting the measurement dip stick so that the sample is above the liquid helium level and the Nb layers enter the normal state. After lowering the dip stick, we measure the critical current I c of the SQUID as a function of the current I flux passing through a nearby superconducting line. In an idealized Josephson junction, I c is defined as the largest supercurrent that can pass through the junction without causing any voltage drop to appear. Junctions with small critical current exhibit some voltage drop even when I < I c if the Josephson energy E J = ℏI c /2e is not sufficiently large compared to the temperature and environmental noise. Figure 2B shows typical I-V curves along with fits to a theory that takes those into account, as explained in Materials and Methods. The current I flux produces a very small out-of-plane field, which induces magnetic flux through the SQUID loop. The I c (I flux ) data exhibit oscillations with a period of about 1.5 mA, corresponding to one flux quantum  0 = h/2e through the SQUID loop. We then apply a small in-plane "set field,"  0 H set = 0.4 mT, in the positive direction-to the right in Fig. 1 . After returning the field to zero, we measure the full SQUID oscillation data I c (I flux ) again. We repeat this sequence while increasing the magnitude of  0 H set in steps of 0. ½ 0 , indicating that one of the junctions in the SQUID has acquired a  phase shift relative to the initial state. According to the theory of spin-triplet Josephson junctions (2, 12, 15, 16) , that phase shift occurs when the magnetizations of the F′ and F″ layers switch from being parallel to antiparallel, which is consistent with the Py F′ layer in one of the junctions (probably the elliptical one) reversing its magnetization direction. We then repeat the whole procedure with negative values of  0 H set to return the system to its initial state. As shown in Fig. 2A , the transition back to the initial state occurs at  0 H set = −2.8 mT. The flux shift of ½ 0 is instantly apparent in the raw data without any further analysis.
The fact that the switching field required to return the Py magnetization to its initial direction is slightly larger in magnitude than the field required to switch it antiparallel to the Ni magnetization could be explained in principle by the magnetostatic interaction between the Ni and Py layers. In practice, however, both switching fields vary somewhat from sample to sample due to uncontrolled sources of anisotropy, for example, disorder or magnetostriction.
To test the reproducibility and robustness of the results, we have switched device 2A-4 between its two magnetic states 1000 times, while keeping I flux fixed at −0.2 mA to maximize the difference between the values of I c in the two states. Figure 2C shows a histogram of the resulting I c values. The narrow distributions of I c values in the two magnetic states show that the behavior is highly reproducible over multiple switches. We have carried out similar measurements on eight different SQUIDs-four with n = 2 and four with n = 3. We obtained results similar to those shown in Fig. 2 from seven of the eight SQUIDs; only one SQUID with n = 3 exhibited poor magnetic behavior with the phase appearing to move continuously rather than switching abruptly. The SQUIDs with n = 3 have lower values of the critical current, as expected from our previous work (17) . However, their phase behavior, with the exception of the one poor sample, is just as robust as that of the n = 2 SQUIDs.
One can extract quantitative estimates of the individual junction critical currents and the SQUID phase shift by fitting the I c (I flux ) data for each magnetic state to standard SQUID theory (18) , as shown in Fig. 3 for the same device 2A-4. In principle, these fits provide estimates of the four SQUID parameters-the critical currents of the two Josephson junctions, I c1 and I c2 , and the inductances of the two arms of the SQUID, L 1 and L 2 -and an overall horizontal shift of the central peak from zero flux, which we call  shift . Our SQUIDs are in the lowinductance limit defined by  L ≡ (I c1 + I c2 )(L 1 + L 2 )/ 0 << 1; in that limit, it is difficult to extract accurate inductance estimates from the fits. Nevertheless, we have good estimates of the inductances from numerical simulations of the SQUID structure using the FastHenry software, as well as from previous work with similar SQUIDs containing Josephson junctions with only two magnetic layers and much larger critical currents (19) . Since fluctuations in the fitted values of L 1 and L 2 tend to correlate with fluctuations in the fitted values of I c1 and I c2 , we obtained our most consistent fitting results by fixing the values of the two inductances to L 1 = L 2 = 4.5 pH, and letting only I c1 , I c2 , and  shift vary in the fitting procedure. The results of fitting all seven data sets, in both magnetic states, are shown in Table 1 . The most important results are in the last column, which shows the change in  shift between the two magnetic states for each of the seven SQUIDs, in units of the flux quantum,  0 . All flux shifts are very close to ½  0 , which corresponds to a phase shift of  for one of the two junctions in the SQUID. That observation is the primary result of this work.
DISCUSSION
There are three aspects of the data in Table 1 that are not ideal. First, the observed values of  shift between the two magnetic states deviate from ½ 0 for all seven measured SQUIDs, typically by a few percent. (The deviation is largest for sample 4A-1, which is a sample with n = 3, hence with a very small critical current.) Small deviations from  may be due to changes in the SQUID flux coming from the switching Py layer, as we observed in previous work on junctions containing only two magnetic layers (19) . That contribution could be removed by designing a SQUID with higher symmetry, such that the magnetizations of the ferromagnetic layers in the junctions do not inject any flux into the SQUID. Another possibility, however, is that the change in phase of the switching junction is not exactly . It has been predicted theoretically that spin-triplet junctions containing three magnetic layers with non-coplanar magnetizations can exhibit a ground-state phase shift of any value, not just 0 or  (16, (20) (21) (22) . These junctions are called " 0 -junctions" in the literature, as they have a current-phase relation of the form I s = I c sin( +  0 ). In our sample geometry, where the magnetization of the middle F layer points perpendicular to the sample plane, the three magnetizations remain coplanar if the Py magnetization is either parallel or antiparallel to the Ni magnetization, but they become non-coplanar if the Py magnetization deviates from those orientations while remaining in-plane. Note, however, that even if the Py and Ni magnetizations are not exactly parallel or antiparallel, the change in the junction phase that occurs when the Py magnetization switches would still be  if the Py magnetization rotates by exactly 180°. Our experiment was not designed to create a  0 -junction; choosing elongated shapes for both junctions was meant to ensure that the Ni and Py magnetizations would align preferentially along the long axes of the elliptical and hexagonal junctions. Nevertheless, we cannot rule out the possibility that the deviations from 0.5 in the last column of Table 1 are due to a slight  0 -junction behavior. In the future, we plan to fabricate one of the two junctions with a circular shape to explore  0 -junction physics explicitly. A second departure from ideality in Table 1 is the fact that the critical currents of both junctions appear to change between magnetic states. Given the robust results for  shift , we are confident that only one of the two Josephson junctions in the SQUID changes its magnetic state at the transitions visible in Fig. 2 . A close look at the data in the table shows that I c1 changes much more than I c2 in most samples. We believe that the changes in I c2 shown in the table Table 1 . Table 1 . Fit parameters for the seven spin-triplet SQUID samples measured. The first two characters in the sample name, for example, "2A," refer to the chip, while the final number refers to the specific device on the chip. (Each chip contains four SQUIDs.) The value 2n is the total number of [Pd/Co] bilayers in the central F layer. The SQUID oscillation curves were fit to standard SQUID theory, as shown in Fig. 3 for device 2A-4, while keeping the total inductance fixed to the nominal value of 9 pH. The last column of the table shows that the flux shifts of the SQUID oscillation curves between the two magnetic states are very close to ½ 0 , which corresponds to a phase shift of  for one of the two junctions in the SQUID. The fits also provide approximate values of the critical currents in the two junctions, I c1 and I c2 . (The uncertainties in the values of I c1 and I c2 derived from the fits appear to be too small, as the value of I c2 for the nonswitching junction appears to change between the two magnetic states. We believe that this is a generic feature of fits to SQUID data for SQUIDs in the low-inductance limit,  L << 1.) The data for all samples except 2A-4 can be found in the Supplementary Materials. indicate limitations of the data-fitting procedure for SQUIDs with very small critical currents. Last, the theory of spin-triplet Josephson junctions predicts that the amplitude of the critical current should be the same in the two magnetic states if the free layer switches its magnetization direction by exactly 180° (2, 12, 15, 16) . Our samples exhibited that critical current symmetry only once, during the first measurements of SQUID 2A-1, and even that sample violated the symmetry during subsequent measurement runs. To explain that discrepancy, we initially hypothesized that our junctions might be carrying a small amount of spinsinglet supercurrent in addition to the spin-triplet supercurrent, so that the two interfere constructively in one state and destructively in the other state. However, that hypothesis fails for the samples with n = 3, where we know that the amplitude of the spin-singlet supercurrent is negligible compared to the spin-triplet supercurrent (17) . A more likely explanation is that the Fraunhofer pattern of the elliptical switching junction is shifted more in the initial state where the Ni and Py magnetizations are parallel compared to the second state where those magnetizations are antiparallel. As a result, the measured critical current of that junction is less than the maximum value one would find at the peak of its Fraunhofer pattern. A close look at the singlejunction Fraunhofer data shown in fig. 7 of (17) shows that the values of I c measured in zero applied field are 20 to 30% larger in the anti parallel state (after the junction switches) than in the parallel state. That is consistent with the data in the table for all our SQUID samples.
SQUID
A Josephson junction whose ground-state phase difference can be controllably switched between 0 and  has potential uses in highspeed superconducting single-flux quantum circuits or in quantum computing circuits (23) (24) (25) (26) (27) (28) . Our primary interest is to make a superconducting memory (19, 29) . For the latter application, we envisage a SQUID loop containing two conventional SIS Josephson junctions (where I = insulator) and one ferromagnetic junction that acts as a passive phase shifter. The shift of the I c (ϕ) curve of the SQUID is easily detected by applying appropriate current bias and flux to the memory cell. The advantage of such a design is that only the SIS junctions switch into the voltage state during readout of the memory (29) . By switching the SIS junctions, a much larger signal is generated since ferromagnetic junctions typically have an I c R value of only a few microvolts or less.
From an applications perspective, there are easier ways to make a phase-controllable Josephson junction: We showed recently that a "spin-valve" Josephson junction containing only two magnetic layers of appropriate thicknesses could also exhibit controllable 0- switching (19) . In those devices, the physical mechanism of the 0- phase shift is different; it relies on the accurate tuning of the thicknesses of the two magnetic layers so that the total phase shift acquired by an electron pair traversing the sample is closer to an even or odd multiple of  when the two magnetizations are parallel or antiparallel. In the spin-triplet devices presented here, the 0- switching is caused by spin rotations rather than phase accumulation, so the behavior is less sensitive to the exact thicknesses of the F′ and F″ layers. We believe that fact partially explains the high degree of consistency we observed in the seven samples measured. Another possible advantage of the design presented here is that the central PMA SAF shields the free Py layer from stray magnetic fields emanating from the Ni-fixed layer. A disadvantage of our devices is that their critical currents are very small. In the future, we hope to enhance the critical currents by optimizing the materials in the stack.
MATERIALS AND METHODS

Experimental design
The experiment was designed with the intent of making the main conclusions immediately apparent in the raw data, without further data analysis. The SQUIDs used in this study were designed to be symmetric, in contrast to the SQUIDs used in our previous study of spinvalve Josephson junctions (19) . Asymmetric SQUIDs with large critical current and large inductance ( L > 1) exhibit asymmetric ratchetshaped SQUID oscillations in plots of I c (), and the peaks in I c+ and I c− are shifted in opposite directions along the  axis. Even if the SQUID is geometrically symmetric, shifts in the I c+ and I c− peak positions will arise if the critical currents of the two junctions are not equal. Given the small values of I c in the spin-triplet samples in this work, those shifts are very small, as shown by the data in Fig. 3 . Hence, the global flux shift of  0 /2 that occurs when the magnetic state changes is immediately apparent in the data.
Choice of magnetic materials
The ferromagnetic materials were chosen based on previous work in our group reported in (13, 19) and references therein. Among strong ferromagnetic materials, we and others have found that Ni supports the largest supercurrents. In addition, thin Ni layers have a very high coercive field, so it serves as a good "fixed magnetic layer" in the stack. Two disadvantages of Ni are that it requires a very large initialization field to magnetize it completely, and that for our junction sizes, the Ni nanomagnets are almost certainly not single domain. For that reason, after the initial magnetization at high field, we always keep the applied field low enough to avoid disturbing the domain structure of the Ni. For the free layer, Py (Ni 80 Fe 20 ) is the best choice we have found to date that provides clean switching between magnetic states at relatively low fields, as seen in Fig. 2 . The one disadvantage of Py is that it does not support as much supercurrent as Ni. Typical switching characteristics of elliptically shaped Py and Ni nanomagnets can be seen in Fig. 2 of (30) , which shows critical current data of single Josephson junctions (not SQUIDs) containing only two magnetic layers. In the current work, only one of the two junctions in each SQUID is shaped as an ellipse; the other junction is a hexagon with high aspect ratio. The Py layers in the hex junctions generally do not switch as cleanly as those in the elliptical junctions, but, fortunately, they switch at higher field. By keeping H set sufficiently small, we were able to avoid switching the hex junctions during the experiments. The [Co/Pd] multilayers that form the SAF with PMA were used for the first time in the work reported in (17) .
Sample fabrication
The sample fabrication procedure was described in detail in (17) (2), where all thicknesses are in nanometers. The [Nb/Al] multilayer base was used in place of pure Nb because it has a smoother surface and leads to better magnetic switching behavior of the free Py layer [see (17) and references therein]. The [Pd/Co] multilayers have strong PMA, and the Ru(0.95) spacer couples the two PMA multilayers into a SAF. The Cu(4) spacers decouple adjacent magnetic layers, while the bottom Cu(2) spacer facilitates growth of face-centered cubic Py on top of body-centered cubic Nb. The multilayer was sputtered in a seven-gun high-vacuum sputtering system with a base pressure below 2 × 10 −8 torr, with the substrate maintained at a temperature between −30° and −15°C. Because the multilayer contains nine different materials while the system contains only seven guns, the sputtering was interrupted after the first Au(2) layer, and the system was opened to replace the Nb and Al guns with the Co and Pd guns. During the gun exchange, the samples were enclosed in a plastic bag filled with flowing N 2 gas to limit contamination. After the system was closed, it was pumped down overnight, and the Au(2) was ionmilled away before deposition of the remainder of the stack. The entire bottom multilayer described above was deposited through a photolithographic stencil (with an S1813 photoresist) to define the dimensions of the bottom leads using the lift-off process. Following lift-off, e-beam lithography and Ar ion milling were used to define the junction areas, using the negative e-beam resist ma-N2401 as the ion mill protective mask. Immediately following ion milling, 50 nm of SiO x was deposited by thermal evaporation for electrical isolation. Then, the samples were ion-milled at glancing angle from two directions to break through the SiO x sidewalls around the junctions. Subsequent lift-off of the ma-N2401 was performed in warm Remover PG with the aid of gentle wiping with a cotton swab. Following lift-off, the sample was subjected to an O 2 plasma "descum" process to ensure complete removal of the ma-N2401 from the tops of the junctions. Finally, the top lead pattern was defined with another photolithography step. The protective Au(2) layer was ion-milled away immediately before sputtering the top Nb(150)/Au(10) electrode. Sample fabrication was completed by lift-off of the photoresist.
Sample measurement and fits to I-V data
For measurement, NbTi wires were attached to the Nb/Au pads using pressed indium. The samples were immersed in liquid He. Current was provided by a battery-powered low-noise current source, while the voltage was measured using a SQUID-based self-balancing potentiometer circuit with a voltage noise of a few pV/√Hz (31) .
I-V characteristics are typical of overdamped Josephson junctions (32), but the I-V curves exhibit substantial rounding for currents less than the critical current, I c , due to environmental and instrumental noise, as shown in Fig. 2B . Rounded I-V curves are well described by the Ivanchenko-Zil'berman (IZ) function (33) (34) (35) , while less-precise estimates of I c can be obtained by fitting the data to the standard form for overdamped Josephson junctions: V = R × Real{(I 2 − I c 2 )½}. Because fitting I-V curves with the IZ function is computationally timeconsuming, we carried out the initial data analysis shown in Fig. 2 using the simpler square-root fits and then used the IZ function to fit the data sets that will be subjected to further quantitative analysis, that is, the data shown in Fig. 3 . When fitting single-junction or SQUID data with the IZ function, we have found that the effective noise temperature of our apparatus is typically about 40 K-considerably higher than the actual sample temperature [see Fig. 4 and Table 1 in (35)]. Nevertheless, the IZ function fits the data very well, and the IZ fits give consistent values of critical current, which vary systematically with applied flux, as shown in Fig. 3 . When fitting data with the IZ function, we fit the positive and negative current sweep data simultaneously, with a common value for the normal-state resistance, R, but with separate values for the positive and negative critical currents, I c+ and I c− . That is required in principle because the values of I c+ and I c− are generally different for a SQUID unless the SQUID is completely symmetric, that is, the critical currents of the two junctions are identical and the inductances of the two arms are identical. In our SQUIDs, the inductances are identical to a very high degree, but the junction critical currents are not, especially when one of the junctions has switched into the antiparallel magnetic state while the other is still in the initial parallel magnetic state. Because our SQUIDs have low values of  L , however, we find in every case that I c+ and I c− are nearly equal, as shown in Fig. 3 .
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